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Softver Stampaca

Verzije operativnog sistema

U ovom priru¢niku koriste se sledec¢e skracenice.

®

Windows® se odnosi na Microsoft® Windows 8.

Q Windows 8 se odnosi na Windows 8, Windows 8 Pro i Windows 8 Enterprise.

O softveru stampaca

Epson softver obuhvata upravljacki program stampaca i EPSON Status Monitor 3.

UpravljaCki program Stampaca je softver koji omogucéava da racunar kontroliSe Stampac.
Instalacija upravljackog programa Stampaca je neophodna kako bi Windows aplikacije
mogle da iskoriste sve moguénosti Stampaca.

Program EPSON Status Monitor 3 vam omogucéava da nadgledate stanje Stampaca,
obavestava vas kada se dese greSke i pruza vam savete za reSavanje problema.
Instalirajte EPSON Status Monitor 3 nakon instaliranja upravljackog programa Stampaca.
Uputstva potrazite u delu “Koris¢enje Stampaca preko mreze” na strani 18.

Instaliranje upraviljackog programa stampaca

Beleska:

Windows Update upravijacki program i upravijacki programi ukljuceni u operativni sistem mogu vec
biti instalirani. Najpre uklonite ove upraviljacke programe, a zatim instalirajte upravijacki program
koji ste preuzeli sa web lokacije.

Ime upravljackog programa Stampaca koji je ukljucen sa operativnim sistemom:
- EPSON ESC/P 9Pin V4 Class Driver
- EPSON ESC/P V4 Class Driver

Da biste instalirali upravljacki program stampaca, sledite sledece korake.

1. Proverite da li je Stampac isklju€en i da li je Windows pokrenut na Vasem racunaru.

Beleska:
Morate pristupiti sistemu Windows kao administrator.




2. lzdvojite datoteku koju ste preuzeli sa web lokacije i otvorite fasciklu.

3. Kliknite dvaput na ikonu SETUP.exe (Windows 8 x86 Edition) ili na ikonu
SETUPG64.exe (Windows 8 x64 Edition). Sledite uputstva na ekranu.

4. Kada se prikaze ekran sa ugovorom o licenci za softver, procitajte izjavu, a zatim
kliknite na Accept (Prihvacam).

Beleska:
Ako se prikaZe sledeci ekran, kliknite na Install this driver software anyway (Ipak instaliraj
softver upravijackog programa).

! Windows Security “

@? Windows can't verify the publisher of this driver software

2 Don't install this driver software
You should check your manufacturer's website for updated driver software
for your device.

2 |nstall this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

I:-E;' See details

5. Kada se instalacija zavrsi, kliknite na OK (U redu).

Koris¢enje upravljackog programa stampaca

Upravljackom programu Stampaca mozete da pristupite iz Windows aplikacija ili iz
pocetnog ekrana.

3 Ako upravljackom programu Stampaca pristupate iz aplikacije koju koristite u sistemu
Windows, zadane postavke ¢e vaziti samo u toj aplikaciji. ViSe informacija potrazite u
delu “Pristup upravljackom programu Stampaca iz Windows aplikacija” na strani 5.

3 Ako upravljackom programu Stampaca pristupate iz po¢etnog ekrana, zadane
postavke ¢e vaziti u svim programima. Vise informacija potrazite u delu “Pristup
upravljackom programu Stampaca iz poCetnog ekrana” na strani 7.

Proveru i promenu podeSavanja upravljackog programa Stampaca potrazite u delu
“Menjanje postavki upravljackog programa Stampaca” na strani 9.




Beleska:

lako ce postavke iz vecine aplikacija sistema Windows imati prednost pred onima iz upravijackog
programa Stampaca, to nece biti slu¢aj sa svima, tako da morate da potvrdite da podesavanja
upravljackog programa Stampaca odgovaraju vasim zahtevima.

Pristup upraviljackom programu Stampaca iz Windows aplikacija

Pratite sledeée korake da biste pristupili upravljackom programu Stampaca iz Windows
aplikacije:

1. lzaberite PodeSavanje parametara za Stampanje ili étarrvlpanje iz menija Datoteka
Vaseg aplikativnog softvera. U prikazanom dijalogu Print (Stampanje) ili Print Setup
(PodeSavanje parametara za Stampanje), uverite se da je izabran Stampac.

- Print = |
General

Saelect Printer

T Add Printer = Microsoft XPS Documen
=7 EPSON J00000, ESCIP2 = Send To Onehlote 2013
=0 Fax

< ¥
Status: Ready [IPrnttofile  Preferences
Location:
Comment: Find Printer...
Page Range

) All MNumber of copies: 1 %

11| 2 2 3_3
Print Cancsl




2. Kliknite na Zeljene postavke ili Svojstva stampaca. (Na koje dugme Gete kliknuti,
zavisi od va$e aplikacije i mozda ¢ete morati da kliknete na kombinaciju ovih
dugmeta.) Prikazace se prozor Svojstva dokumenta i vide¢ete menije Layout
(Raspored), Paper/Quality (Papir/kvalitet), User Defined Paper i Extension Settings. Ovi
meniji sadrze podesenja upravljackog programa Stampaca.

Layout | Paper/Qualty | Uiser Defined Paper | Exension Seftings

Qrientation:

B\ Landscape w
Page Order
Front to Back ~

Page Format

Pages per Sheet 1 w

Dirayy Bordess

Advanced...

3. Za pregled menija pritisnite odgovarajucu karticu na vrhu prozora. Za promenu
podeSavanja pogledajte “Menjanje postavki upravljackog programa Stampaca” na
strani 9.

Layout | Paper/Qualty | User Defined Paper | Extension Seftings

Tray Selection

Paper Source: & Automatically Select bl

Advanced...

0K Cancal




Pristup upraviljackom programu stampaca iz po¢etnog ekrana

Pratite slede¢e korake da biste pristupili upravljatkom programu Stampaca iz pocetnog
ekrana:

1. Na pocetnom ekranu kliknite na Desktop (Radna povrsina), pomerite kursor na gornji
desni ugao ekrana, kliknite na Settings (Postavke), a zatim kliknite na Control Panel
(Kontrolna tabla). Sledece, kliknite na View devices and printers (Prikaz uredaja i
Stampaca) u kategoriji Hardware and Sound (Hardver i zvuk).

2. Kliknite desnim dugmetom misa na ikonu Stampaca, a zatim pritisnite Printing
Preferences (Izbori pri Stampanju). Na ekranu ¢e se prikazati prozor Document
Properties (Svojstva dokumenta) koji sadrzi menije Layout (Raspored), Paper/Quality
(Papir/kvalitet), User Defined Paper i Extension Settings. Ovi meniji prikazuju postavke
upravljackog programa Stampaca.

il EPSON XX0000( ESC/P2 Printing Preferences “

Laysut | Paper/Gualty | User Defined Paper | Exension Seftings
Qrientation:
B Portrait
Page Order

Front te Back

Page Format

Pages per Sheet 1 w e —

Advanced..

OK Cancal

Kada kliknete na Printer properties (Svojstva Stampac¢a) u meniju prikazanom
pomocu desnog klika miSem na ikonicu Stampaca pojavljuje se prozor Properties
(Svojstva) koji sadrzi menije koji se koriste za vrSenje podeSavanja upravljackog
programa Stampaca.




Beleska:
Nemojte kliknuti na Properties (Svojstva) iako se i Properties (Svojstva) i Printer properties
(Svojstva Stampaca) prikazuje u meniju.

| Securty
General Shetng | Pons |

=) pson ooook EsC/P2

Location:

Comment:

Madel: EPSOMN LQ-350 ESC/P2
Features
Color: No Paper available:

Double-sided: No Letter
Staple: Neo

Speed: Unknown

Maxirmurm resolution: 360 dpi

Preferences... Print Test Page

QK Cancel

Za pregled menija pritisnite odgovaraju¢u karticu na vrhu prozora. O tome kako
menjati podeSenja procitajte u delu “Pregled postavki upravljackog programa
Stampaca” na strani 9.




Menjanje postavki upraviljackog programa Stampaca

Upravljacki program Stampaca ima Cetiri menija iz kojih mozete da promenite postavke
upravljackog programa Stampaca; Layout (Raspored), Paper/Quality (Papir/kvalitet), User
Defined Paper i Extension Settings. MozZete takode da promenite postavke na meniju
Utility u softveru Stampaca. Pregled svih dostupnih postavki pogledajte u delu “Pregled
postavki upravljackog programa Stampaca” na strani 9.

Kliknite na dugme Help (Pomo¢) na ekranu upravljatkog programa Stampaca.

ot EPSON 00000 ESC/P2 Printing Preferences n :
Layout | Paper/Gualty | Liser Defined Paper| Extension Settings

Cfset
Unt
Herroreal 0.00 ® 254 _254]

w & cm

Vedieal 000 o 254254 pch

OK Cancal

Kada zavrsite sa postavkama upravljackog programa Stampaca, pritisnite OK (U redu) da
biste primenili postavke ili pritisnite Cancel (Odustani) da biste ponistili promene.

Nakon §to ste proverili postavke upravljackog programa Stampaca i promenili ih ako je
bilo potrebno, Stampac je spreman za Stampanje.

Pregled postavki upravljackog programa stampaca

Sledeca tabela prikazuje postavke upravljackog programa Stampaca u sistemu Windows.
Imajte u vidu da nije svaka postavka dostupna u svim verzijama operativhog sistema
Windows. Za viSe detalja pogledajte Help (Pomo¢) za upravljacki program Stampaca.

Postavke stampaca

Beleska:
U zavisnosti od tipa Stampaca neke funkcije se mozZda nece prikazati.




Postavke

Objasnjenja

Paper Size

Izaberite veliCinu papira koju zelite da koristite. Ako ne vidite zeljenu veli€inu
papira, koristite traku za pomeranje za kretanje kroz listu. Ako se Zeljena
veli€ina papira ne nalazi na listi, uputstva potrazite u delu “Definicija
prilagodene veli€ine papira” na strani 11.

Orientation (Polozaj)

Izaberite Portrait (Uspravno) ili Landscape (Polozeno).

Paper Source (Izvor
papira)

Izaberite izvor papira koji Zelite da koristite.

Graphic - Print Quality
(Grafika - Kvalitet
Stampanja)

Izaberite rezoluciju $tampanja koju Zelite. Sto je veéa rezolucija koju
izaberete, otisak ¢e imati viSe detalja; medutim, povecanje rezolucije
usporava Stampanije.

Halftoning (Polutoniranje)

Odaberite vrstu polutoniranja koja ¢e se Koristiti pri Stampanju slika. Da
biste prepustili Stampacu da utvrdi najbolji kvalitet polutoniranja, izaberite
opciju Auto Select (Automatski izbor).

Printer Font Setting

Izaberite grupu tabela znakova koju treba koristiti. MoZete da izaberete
jednu od tri grupe tabela znakova, Standard, Expanded i None (Bit Image
printing).

Kada je izabrano Standard ili Expanded, Stampac ¢e koristiti fontove
uredaja. Expanded uklju€uje vise fontova nego Standard.

Kada je izabrano None, Stampac ¢e Koristiti slike rasporeda bitova umesto
fontova uredaja.

Detalje o fontovima koji su uklju€eni u svaku tabelu potrazite u
dokumentaciji dobijenoj uz Stampac.

Page Order (Redosled
stranica)*

Izaberite da li ¢e se Stampati od pocCetka prema kraju ili od kraja prema
pocetku.

Pages Per Sheet
(Stranica po listu)*

Izaberite broj strana koje zelite da odStampate na jednom listu papira.

Copy Count*

Kada u polju Number of copies odaberete vise od 1 kopije, prikazuje se ovo
polje za izbor i tada mozete da izaberete da li da se slazu stranice po
kopijama za uvezivanije ili ne.

Advanced Printing
Features (Napredna
svojstva Stampanja)*

Odaberite Enable (Omoguci) ili Disable (Onemogucéi) za metadatoteku
Postavljanje na Cekanje.

Print Optimizations
(Optimizacija Stampanja)

*

Odaberite Disable (Onemoguci) kada Stampac ne koristi sopstvene fontove,
a Enable (Omoguci) kada koristi fontove uredaja.

Printable Area

Ako je izabrano Standard, bi¢e koriS¢ena standardna oblast Stampanja za
Epson igli¢ne Stampace.

Ako je izabrano Maximum, bi¢e koriS¢ena maksimalna oblast Stampaca za
Stampanje.

Top Margin Priority

Izaberite koje postavka treba da se koristi za po€etnu poziciju Stampanja;
postavka upravljackog programa ili postavka Stampaca. Za viSe detalja
pogledajte Pomo¢ za upravljacki program Stampaca.
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Postavke Objasnjenja

Packet Mode Obi¢no nema potrebe da se menja ova postavka. Ako promenite postavke
za Packet Mode (Rezim paketa) Stampaca, na odgovarajuci nacin
promenite i ovu postavku. Ako se postavke za Stampac i za upravljacki
program Stampaca razlikuju, Stampanje mozda nece biti pravilno. Za vise
detalja pogledajte Pomoc¢ za upravljacki program Stampaca.

User Defined Ako Zeljeni papir nije u padajucoj listi Paper Size, veli¢inu mozete sami

Paper dodati u listu. Za viSe detalja pogledajte Pomoc¢ za upravljacki program
Stampaca.

Offset Ova postavka omogucuje pomeranje slike na stranici. Odnosno, mozete da

podesite poziciju odStampane slike. Ako otklon koji odredite pomeri deo
slike van podrucja za Stampanje Stampaca, taj deo se ne¢e odStampati.

* Detalje potrazite u Pomoci sistema Windows.
Definicija prilagodene veli¢ine papira
Ako Zeljeni papir nije u padajucoj listi Paper Size, veliCinu mozete sami dodati u listu.
1. Na pocetnom ekranu kliknite na Desktop (Radna povrsina), pomerite kursor na gornji
desni ugao ekrana, kliknite na Settings (Postavke), a zatim kliknite na Control Panel
(Kontrolna tabla). Sledece, kliknite na View devices and printers (Prikaz uredaja i

Stampaca) u kategoriji Hardware and Sound (Hardver i zvuk).

2. Kliknite desnim tasterom misa na ikonicu Stampaca, a zatim kliknite na Printing
Preferences (Izbori pri Stampanju).

3. lzaberite meni User Defined Paper.

4. Unesite veliCinu papira u polja Paper Size.

5. Kliknite na Apply (Primeni), a zatim kliknite na OK.
BeleSka:

Za vise detalja pogledajte Pomoc¢ za upravljacki program Stampaca.

Postavke nadgledanja

Postavke Objasnjenja

EPSON Status Monitor 3 Klikom na ovo dugme mozete da pristupite programu EPSON
Status Monitor 3. Da biste nadgledali Stampac, proverite da li je
oznaceno polje za izbor Monitor the printing status.
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Postavke

Objasnjenja

Monitoring Preferences

Kliknite na dugme za otvaranje dijaloga Monitoring Preferences
gde mozete da pravite postavke za EPSON Status Monitor 3. ViSe
informacija potrazite u “Postavljanje softvera EPSON Status
Monitor 3” na strani 13.

Postavljanje usluznog programa Utility

Beleska:

U zavisnosti od proizvoda, to mozda nece biti dostupno.

Postavke

Objasnjenja

Bi-D Adjustment

Kliknite na ovo dugme da biste otvorili dijalog Bi-D Adjustment gde
mozZete da podesite vertikalne linije koje nisu poravnate.

Printer Setting

Kliknite na ovo dugme da biste otvorili dijalog usluznog programa
Printer Settings gde mozete da promenite postavke Stampaca.

Koriséenje programa EPSON Status Monitor 3

EPSON Status Monitor 3 vam omogucava da kontroliSete status svog Stampaca,
obavestava vas kada se dese greSke Stampaca i pruza uputstva za reSavanje problema

kada je to potrebno.

EPSON Status Monitor 3 je dostupan u sledec¢im slucajevima:

2 Stampaé je prikljusen direktno na glavni radunar preko paralelnog prikljuka [LPT1] ili

USB prikljucka.

3 Vas sistem je konfigurisan da podrzava dvosmernu komunikaciju.

EPSON Status Monitor 3 se instalira kada se Stampac direktno prikljuci, a vi instalirate
upravljacki program prema uputstvu datom u odeljku Start Here ili u Uputstvu za

postavijanje. Ako delite Stampac, vodite raCuna da podesite EPSON Status Monitor 3 tako
da deljeni Stampa¢ moze da se nadgleda na serveru Stampaca i na klijentima Stampaca.

Pogledajte “Postavljanje softvera EPSON Status Monitor 3” na strani 13 i “KoriScenje
Stampaca preko mreze” na strani 18.
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Upozorenje:

lako moZete da Stampate preko Stampaca direktno povezanog sa racunarom na udaljenoj
lokaciji koristeci funkciju Remote Desktop (Udaljena radna povrsina)* operativnog sistema
Windows 8, moZe da se pojave greske u komunikaciji.

* Funkcija Remote Desktop (Udaljena radna povrsSina): Funkcija koja omogucava korisniku da
pristupi aplikacijama ili datotekama na racunaru povezanom sa kancelarijskom mreZzom, sa
prenosnog racunara na udaljenoj lokaciji.

Beleska:
Q Ako koristite racunar sa instaliranim operativnim sistemom Windows 8 sa nekoliko prijavijenih
korisnika, mozZe se prikazati poruka o gresci prilikom istovremenog nadgledanja Stampaca.

Q Ukoliko se EPSON Status Monitor 3 instalira sa ukljucenom funkcijom Windows Firewall
(preporucuje se), zajednicki Stampac se mozda nece moci nadgledati. Ovaj problem se mozZe
resiti kada se EEBAgent.exe doda u Iskljucke za funkciju zaStitnog zida.

Postavljanje softvera EPSON Status Monitor 3

Za postavljanje softvera EPSON Status Monitor 3 pratite ove korake:

1. Napocetnom ekranu kliknite na Desktop (Radna povrsina), pomerite kursor na gorniji
desni ugao ekrana, kliknite na Settings (Postavke), a zatim kliknite na Control Panel
(Kontrolna tabla). Sledece, kliknite na View devices and printers (Prikaz uredaja i
Stampaca) u kategoriji Hardware and Sound (Hardver i zvuk).

2. Kiliknite desnim tasterom misSa na ikonu Stampaca, kliknite na Printer properties
(Svojstva Stampaca), a zatim kliknite na karticu Utility.
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3. Kliknite na dugme Monitoring Preferences. Pojavice se dijalog Monitoring

Preferences.

Monitoring Preferences : EPSON XXXX... ?

Select Motification

Ewent Screen Motification
B Enar On
K Communication Error On

Select Shortcut [con
L V] Shortout leon Example

Drefailt

S &

Double-clicking the Shortcut lcon opens the Printer Statug
*findow,

["1Receive emnar notification for shared printers

[ &llows moritoring of shared printers

Cancel Help

4. Raspolozive su sledece postavke:

Select Notification

Prikazuje status On/Off polja za potvrdu greske.

UkljucCite ovo polje za potvrdu da se prikazu izabrane poruke o
greSkama.

Select Shortcut Icon

Izabrana ikona se prikazuje na traci zadataka. Primer postavke je
prikazan u desnom prozoru. Pritiskanjem ikone precice, mozete lako
da pristupite dijalogu Monitoring Preferences.

Receive error notification
for shared printers

Poruka o greSci za zajedniCki Stampa¢ moze da se primi kada se
izabere ovo polje za potvrdu.

Allow monitoring of
shared printer

Kada je izabrano ovo polje za potvrdu, zajedni¢ki Stampa¢ mogu da
nadgledaju drugi racunari.

Beleska:
Morate pristupiti sistemu Windows kao administrator.

Beleska:

Kliknite na dugme Default da biste vratiti sve stavke na podrazumevane postavke.
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Pristupanje programu EPSON Status Monitor 3

Da biste pristupili softveru EPSON Status Monitor 3, uc€inite jednu od sledecih stvari;

@ Na traci zadataka dvaput pritisnite ikonu precice u obliku Stampaca. Za dodavanje
ikone precice na traku zadataka, idite na meni Utility i sledite uputstva.

a Otvorite meni Utility, zatim pritisnite ikonu EPSON Status Monitor 3. Da biste saznali
kako da otvorite meni Utility, pogledajte “KoriS¢enje upravljackog programa
Stampaca” na strani 4.

Kada pristupite programu EPSON Status Monitor 3 na gore opisan nacin, pojavice se
sledeci prozor sa statusom Stampaca.

L EPSON Status Monitor 3 : EPSON XOO0(KX ESC/... “

@ Ready

Feady ta print.

-

|z ovog prozora mozete da vidite informacije o statusu Stampaca.

Beleska:
Moze biti nemoguce da preuzmete status Stampaca za vreme Stampanja. U takvoj situaciji,

pritisnite dugme EPSON Status Monitor3 u kartici Utility i koristite Stampac sa otvorenim
prozorom za status.
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Instaliranje softvera EPSON Status Monitor 3

Da biste instalirali softver EPSON Status Monitor 3 koji ste preuzeli sa EPSON web
lokacije, sledite sledece korake.

1. Proverite da li je Stampac isklju€en i da li je Windows pokrenut na Vasem racunaru.
2. lzdvojite datoteku koju ste preuzeli sa web lokacije i otvorite fasciklu.
3. Kliknite dvaput na ikonu STMSETUP.exe. Sledite uputstva na ekranu.

4. Kada se prikaze ekran sa ugovorom o licenci za softver, procitajte izjavu, a zatim
kliknite na Accept.

5. Kada se instalacija zavrsi, kliknite na OK.

Koriséenje alatke Bi-D Adjustment

Beleska:
U zavisnosti od proizvoda, to mozda nece biti dostupno.

Ova usluzna alatka vam omogucéava da izvrSite podeSavanje kada primetite da vertikalne
linije nisu poravnate.

Podesavanje pomocéu alatke Bi-D Adjustment

Da biste izvrsili podeSavanje pomocu alatke Bi-D Adjustment, sledite sledece korake:

Upozorenje:

O Ne iskljucujte Stampac dok je Stampanje uzorka za podeS$avanje u toku. To moZze izazvati
Cuvanje netacnih podesSavanja u Stampacu. Ako ste iskljucili Stampac tokom procesa
podesavanja, ponovo pokrenite alatku Bi-D Adjustment.

O Ne iskljucujte postavku za Packet Mode.
Q MrezZna veza nije podrZana.
a Uverite se da je Stampaca spreman pre nego Sto izvrsite Bi-D Adjustment.

O Ako Bi-D Adjustment nije ispravno izvrsen, vratite postavku fonta za Stampac na
podrazumevane vrednosti i pokuSajte ponovo.

1. Otvorite meni Utility, a zatim kliknite na ikonu Bi-D Adjustment. Da biste saznali kako
da otvorite meni Utility, pogledajte “Koris¢enje upravljackog programa Stampaca” na
strani 4. Pojavi¢e se prozor Bi-D Adjustment.
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2. Kliknite na Next.

3. Kliknite na Print. Stampa¢ ée od$tampati tri serije uzoraka za pode$avanje.

4. Pogledajte uzorak za podeSavanje i pronadite vertikalnu liniju koja je najbolje
poravnata. Nakon toga, izaberite odgovarajuci broj linije u prozoru Bi-D Adjustment.

5. Kliknite na Set. Uzorak za podeSavanje ¢e biti saCuvan u Stampacu.

Bi-D Adjustment : EPSON XXX ESC/P2 “

Check the printout and find the pattem number of a vertical line
that iz nat misaligned. Select that number fram the list below
and click [Set].

Set Cancel

Koriscéenje funkcije Printer Setting

Beleska:

U zavisnosti od proizvoda, to mozda nece biti dostupno.

Ovaj usluzni program vam omogucava da pregledate trenutne postavke koje su saCuvane
u Stampacu, promenite postavke Stampaca i proCitate postavke koje su sacuvane u

datoteci

ili ih saduvate u datoteku.

Upozorenje:

Q

Q

Q

Ne iskljucujte postavku za Packet Mode.
MrezZna veza nije podrzZana.

Uverite se da status Stampaca pokazuje spremnost pre preuzimanja postavki iz Stampaca
ili njihovih aZuriranja.
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Promena postavki Stampaca

Da biste promenili postavke Stampaca, sledite korake navedene u nastavku:

1. Otvorite meni Utility, a zatim kliknite na ikonu Printer Setting. Da biste saznali kako
da otvorite meni Utility, pogledajte “KoriS¢enje upravljackog programa Stampaca” na
strani 4. Pojavi¢e se prozor Printer Setting.

Printer Setting : EPSON Y0000 ESC/P2 » IEl|
Fille Pnnter Setting Help |

herm Value

Bty hear off OFF

Ao bear off wal Bme 3 seconds

0 slash OFF

Aol paper OFF

< Paned Lockoul s
Pl ok oot mode OFF
Lo function Uniock:
Eject funchion Urlock
LF huction Uriesck
FF hurction Unlek
Tear O bunclion Uriock:
Micro Adgust function Uirdock
Font function Uninzk
Pause hunction Uniock
Feset hunclion Unkock

zn hanction: Uinkock

et Setiing Update Sefing Reget b Factory Sefing

2. Promenite potrebne postavke Stampaca. Detalje o nacinu koriS¢enja ove alatke
potrazite u Pomoci za upravljacki program Stampaca.

Koris¢enje stampaca preko mreze

Zajednicko koriséenje Stampaca
Ovaj odeljak opisuje kako se zajednicki koristi Stampac na standardnoj Windows mrezi.
Racunari na mrezi mogu zajednicki da koriste Stampac koji je direktno povezan sa jednim
od njih. RaCunar koji je direktno povezan sa Stampacem je server Stampaca, a ostali
raCunari su klijenti kojima treba dozvola da koriste Stampac zajedno sa serverom

Stampaca. Klijenti zajednicki koriste Stampac preko servera Stampaca.

U zavisnosti od verzije operativnog sistema Windows i vasih prava pristupa na mrezi,
izvrSite odgovarajuca podeSavanja servera Stampaca i klijenata.

Pogledajte “Postavljanje Vaseg Stampaca kao deljenog Stampaca” na strani 19.

Pogledajte “Postavke za klijente” na strani 20.
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Beleska:

a

a

Da biste izvrsili postavke zajednickog Stampaca, upravljacki program Stampaca mora biti
instaliran na svim serverima i racunarima klijenata koji ¢e koristiti Stampac.

Ako delite Stampac, vodite rac¢una da podesite EPSON Status Monitor 3 tako da deljeni
Stampac moZe da se nadgleda na serveru Stampaca i na klijentima Stampaca. Pogledajte
“Postavljanje softvera EPSON Status Monitor 3” na strani 13.

Prilikom povezivanja na Windows XP deljeni sStampac, poruke o greSkama i upozorenja se ne
pojavljuju za vreme Stampanja. Problem cCe se resiti instaliranjem servisnog paketa Windows XP
Service Pack 1 ili novijeg.

Prilikom povezivanja na deljeni Stampac koji se nalazi iza rutera, u nekim slu¢ajevima poruke o
greSkama i upozorenja za deljene Stampace nece biti dostupna za vreme Stampanja zbog
postavki rutera.

Server Stampaca i klijenti treba da se postave na isti mrezni sistem i treba da budu upravljani
jednim administratorom mreze.

Postavljanje Vaseg Stampaca kao deljenog Stampaca

Da biste postavili server Stampaca, pratite ove korake.

Beleska:
Morate pristupiti lokalnom racunaru kao administratori.

1.

Na pocetnom ekranu kliknite na Desktop (Radna povrsina), pomerite kursor na gornji
desni ugao ekrana, kliknite na Settings (Postavke), a zatim kliknite na Control Panel
(Kontrolna tabla). Sledece, kliknite na View devices and printers (Prikaz uredaja i
Stampaca) u kategoriji Hardware and Sound (Hardver i zvuk).

Kliknite desnim tasterom misa na ikonu Stampaca, kliknite na Printer Properties
(Svojstva stampaca), a zatim na ekranu koji se pojavio kliknite na karticu Sharing
(Deljenje).
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3. lzaberite Share this printer (Deli ovaj Stampag), upisite ime u okvir Deli ime i kliknite
na OK (U redu).

] EPSON X000 ESC/P2 Properties ﬂ
Uty Securnty Devica Seitings
General Sharing Ports Advanced Color Management

y If you share this printer, enly users on your network with 2 username
% and password for this computer can print to it. The printer will not
be available when the computer sleeps. To change these settings,
use the Network and Sharing Center.

[¥] Share this printer
Share name: | B0 I EARPERNT 0

[] Render print jobs on client computers

Drivers
I this printer is shared with users running different versions of
Windows, you may want to install additional drivers, so that the
users do not have to find the print driver when they connect to the
shared prnter.

Additional Drivers...

ok || Cancal Aooly
Beleska:
O Nemojte da koristite razmake ili crtice za naziv Stampaca koji delite, jer mozZe doci do
greske.

a Ne mozete da odaberete share this printer (Deli ovaj Stampac) sve dok ne kliknete na
dugme Change sharing options (Promeni opcije deljenja).

Treba da postavite racunare klijenata tako da mogu da koriste Stampac na mrezi. Detalje
potrazite na slede¢im stranicama:

Pogledajte “Postavke za klijente” na strani 20.

Postavke za klijente

Ovaj odeljak opisuje kako da instalirate upravljacki program Stampaca pristupajuci
deljenom stampacu na mrezi.

Beleska:
Q Da biste delili Stampac na Windows mrezi, potrebno je da podesite server Stampaca. Detalje
potraZite u delu “Postavijanje Vaseg Stampaca kao deljenog Stampaca” na strani 19.

0 Ovaj odeljak opisuje kako da pristupite deljenom Stampacu na standardnom mreZznom sistemu
pomocu servera (Microsoft radna grupa). Ako ne moZete da pristupite deljenom Stampacu
zbog mreZnog sistema, zamolite administratora mreZe da vam pomogne.




Q Kada Zelite da koristite EPSON Status Monitor 3 na klijentskim racunarima, potrebno je da na
svakom klijentskom racunaru instalirate i upraviljacki program Stampaca i EPSON Status
Monitor 3 kojeg ste preuzeli sa EPSON web lokacije.

Q Ako upravijacki programi Stampaca vec nisu instalirani na klijentu, molimo vas da ih instalirate
pre pravijenja ovih postavki.

1. Napocetnom ekranu kliknite na Desktop (Radna povrsina), pomerite kursor na gorniji
desni ugao ekrana, kliknite na Settings (Postavke), a zatim kliknite na Control Panel
(Kontrolna tabla). Sledece, kliknite na View devices and printers (Prikaz uredaja i
Stampaca) u kategoriji Hardware and Sound (Hardver i zvuk).

2. Desnim dugmetom misa pritisnite ikonu za Stampac za koju Zelite da promenite
podesenja, zatim pritisnite Printer properties (Svojstva Stampaca).

~
i See what's printing
EPSOM X000 :
ESC/P2 Set as default printer

Printing preferences

Printer properties
Create shortcut

® Remove device

Troubleshoot

Properties
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3. Kliknite na karticu Ports (Portovi), a zatim kliknite na Add Port (Dodaj port).

Gened |  Shaing Ports

# EPSOM 300000 ESC/P2

Print to the following port(s). Documents will print to the first free
checked port.

Port Description Printer e
[ LPT2:  Printer Port

[ LPT3:  Printer Port

[] cOM3:  Serial Port

[] cOM4:  Serial Port

[] cOM1:  Serial Port

[ cOMZ:  Serial Port

AddPor.. | DeletePot | | ConfigurePort..

[¥] Enable bidirectional support
[ Enable printer pooling

4. Kada se prikaze prozor Printer Ports (Portovi za Stampac), izaberite Local Port
(Lokalni port), a zatim kliknite na New Port (Novi port).

Available port types:

Local Port
Standard TCP/IP Port

New Port Type... New Port... || Cancel

5. Unesite sledecu informaciju kao ime porta, a zatim kliknite na OK (U redu).

\\Ime rac¢unara povezanog sa ciljnim Stampac¢em\ime deljenog Stampaca

Enter a port name:

000 oot




6. Nakon povratka na prozor Printer Ports (Portovi za Stampac), kliknite na Close
(Zatvori).

7. Proverite da li je ime koje ste uneli za port dodato i izabrano, a zatim kliknite na Close
(Zatvori).

Otkazivanje stampanja

Ako odstampani dokumenti nisu kao $to ste oCekivali i prikazuju netacne ili iskrivljene
znakove ili slike, mozda ¢cete morati da otkazete Stampanje. Kad se na traci zadataka
pojavi ikona Stampaca, pratite dole navedena uputstva za otkazivanje Stampanja.

1. Kliknite dva puta na ikonu Stampaca na traci zadataka.

8:00 PM
92772012

mz 93 4 ENG

2. Kada otkazujete sve dokumente za $tampanije, u meniju Printer (Stampag) odaberite
Cancel All Documents (Otkazi sve dokumente).

Kad otkazujete odredeni dokument, odaberite dokument koji Zelite da otkazete i
odaberite Cancel (Otkazi) u meniju Document (Dokument).

= EPSON XX0000K ESC/P2 - o lEN

Printer  Document  View

Status Cwner Pages Size Sul
[w ] Set &s Default Printer 1 5.95 M8 10

Printing Preferences...

Update Driver

Pause Printing

Cancel All Decurnents

‘,.haring.,,
Use Printer Offline

Properties

Close

Stampanije je otkazano.

23



Deinstaliranje softvera za Stampac

Kada Zelite ponovo da instalirate ili nadogradite upravljacki program Stampaca,
deinstalirajte stari upravljacki program Stampaca.

Deinstaliranje upravljackog programa za Stampac i programa
EPSON Status Monitor 3

1. Zatvorite sve aplikacije.

2. Na pocetnom ekranu kliknite na Desktop (Radna povrsina), pomerite kursor na gornji
desni ugao ekrana, kliknite na Settings (Postavke), a zatim kliknite na Control Panel
(Kontrolna tabla).

3. Kiliknite na Uninstall a program (Deinstaliranje programa).

——— Programs
I" '-l Uninstall a program

4. Kliknite na Change or Remove Programs (Promena ili uklanjanje programa),
odaberite EPSON XXXXXX ESC/P2 Printer Utility Uninstall, zatim kliknite na
Uninstall/Change (Deinstaliranje/Promena).

=t Programs and Features - oiEl
t (B + Progma + Programs e Fastures v g
aniro Uniinstall or change & program
ups To uninstall 8 proqrasn, sebect it froem the bt e then i Unmstall, Chaege, o
B Tuen Windewd featuses on o Fepan
Organize *  Lininstall Change LA
Hame Publsher
®  EPSOM XMO000L ESC/P2 Printer Ltikity Urinstall SEIED ERPSOM Cerpearation
F g SEECQ EPSON Corporabion
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5. Kiliknite na karticu Printer Model (Model Stampaca), odaberite ikonu Stampaca kojeg
Zelite da deinstalirate, a zatim kliknite na OK (U redu).

q EPSON X)OOCXX ESC/P2 Printer Utility Uninstall |

Printer Model [Lhilh- |

EPSON 00000 ESC/P2

Version7.8.2EN

oK Cancal

Beleska:

Uverite se da nista nije izabrano na kartici Printer Model (Model Stampaca). Kliknite na karticu
Utility i izaberite EPSON Status Monitor 3(for EPSON XXXXXX ESC/P2), a zatim kliknite na
OK. MozZete da deinstalirate samo program EPSON Status Monitor 3.

6. Pratite uputstva na ekranu.
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