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πÈ”Àπ—°: ª√–¡“≥ 4.1 °‘‚≈°√—¡ (9.0 ªÕπ¥è)

¢π“¥·≈–πÈ”Àπ—°

362 ¡¡. (14.3 π‘È«) - 
348 ¡¡. (13.7 π‘È«) ‰¡ã√«¡≈Ÿ°∫‘¥À¡ÿπ

275 ¡¡. (10.8 π‘È«)

154 ¡¡. (6.1 π‘È«)

Õÿª°√≥èÊã«π´◊ÈÕ‡æ‘Ë¡

µ≈—∫ºå“À¡÷° (Ê’¥”) S015634

§”Õ∏‘∫“¬

cpi� µ—«Õ—°…√µãÕπ‘È«
� (µ—«Õ—°…√µãÕ 25.4¡¡.)
cps� µ—«Õ—°…√µãÕ«‘π“∑’
cpl� µ—«Õ—°…√µãÕ∫√√∑—¥
POH� ®”π«π™—Ë«‚¡ß„π°“√‡ª‘¥„™åß“π

√“¬≈–‡Õ’¬¥§ÿ≥Ê¡∫—µ‘‡©æ“–
LQ-310

Microsoft  Windows  2000/XP/7, Microsoft  Windows Vista

Microsoft  Windows  2000/XP/7, Microsoft  Windows Vista
Microsoft  Windows  2000/XP/7, Microsoft  Windows Vista

‰¥√‡«Õ√è‡§√◊ËÕßæ‘¡æè/Utility
Operating System
Utility
    Epson Status Monitor 3
    Epson Printer Setting

¢åÕ¡Ÿ≈®”‡æ“–∑“ß‰øøÈ“
·√ß¥—πæ‘°—¥
§«“¡∂’Ëæ‘°—¥
°“√Ê‘Èπ‡ª≈◊Õßæ≈—ßß“π
   ¢≥–∑”ß“π
   ‚À¡¥Ê≈’ª
   ‚À¡¥ª‘¥Õ—µ‚π¡—µ‘
   ª‘¥‡§√◊ËÕß

Ê¿“æ·«¥≈åÕ¡°“√∑”ß“π
Õÿ≥À¿Ÿ¡‘
§«“¡™◊Èπ

·ºß§«∫§ÿ¡°“√∑”ß“π

™ã«ß‡«≈“°“√„™åß“π
Mean Print Volume Between Failure (MVBF) 
™—Ë«‚¡ß°“√∑”ß“π (MTBF) 
Õ“¬ÿÀ—«æ‘¡æè

√–¥—∫‡Ê’¬ß¢≥–∑”ß“π

ºå“À¡÷°æ‘¡æè
¡“µ√∞“π
    Õ“¬ÿ°“√„™åß“πºå“À¡÷°

°“√‡™◊ËÕ¡µãÕ
¡“µ√∞“π

Àπã«¬§«“¡®”

°“√®—¥°“√°√–¥“…
∑“ß‡¥‘π°√–¥“…

¢π“¥°√–¥“… 
    °√–¥“…·ºãπ‡¥’¬« (Cut Sheet)

    °√–¥“…À≈“¬·ºãπ (Multi Part)

    ´Õß®¥À¡“¬ (No.6)

    ´Õß®¥À¡“¬ (No.10)

    °√–¥“…µãÕ‡π◊ËÕß

°“√ªÈÕπ°√–¥“…
    ¡“µ√∞“π
    Õÿª°√≥èÊã«π´◊ÈÕ‡æ‘Ë¡ (Option)
°“√æ‘¡æèÊ”‡π“ 
™ãÕßÀã“ß∫√√∑—¥

°√–¥“…µãÕ‡π◊ËÕß
ªÈÕπ§√—Èß≈–·ºãπ

√ÿãπ LQ-310
‡∑§‚π‚≈¬’°“√æ‘¡æè
√Ÿª·∫∫°“√æ‘¡æè
®”π«π‡¢Á¡æ‘¡æè
∑‘»∑“ß°“√æ‘¡æè
™ÿ¥§”Ê—Ëß°“√æ‘¡æè¡“µ√∞“π
§«“¡‡√Á«„π°“√æ‘¡æè
·∫∫√ã“ß§«“¡‡√Á«ÊŸß
·∫∫√ã“ß
·∫∫√ã“ß·∫∫¬ãÕ
·∫∫≈–‡Õ’¬¥
·∫∫≈–‡Õ’¬¥·∫∫¬ãÕ

10/12 cpi
10/12/15 cpi  
17/20 cpi  
10/12/15 cpi 
17/20 cpi 

√Ÿª·∫∫µ—«Õ—°…√
·∫∫‡√’¬ß®ÿ¥

Bitmap Fonts

Scalable Fonts

√Ÿª·∫∫ Barcode
§Õ≈—¡πè∑’Ëæ‘¡æè‰¥å
¢π“¥µ—«Õ—°…√ 10/12/15/17/20 cpi

™π‘¥‡¢Á¡°√–·∑°·∫∫‡¡µ√‘°´è
24 ‡¢Á¡æ‘¡æè
‰ª-°≈—∫ 2 ∑‘»∑“ßæ√åÕ¡√–∫∫À—«æ‘¡æè«‘Ëß¢å“¡™ãÕß«ã“ßÕ—µ‚π¡—µ‘
ESC/P2 ·≈– IBM PPDS emulation

347/416 cps
260/312/390 cps
222/260 cps
86/103/129 cps
147/172 cps

Italic table, PC437 (US Standard Europe), PC850 (Multilingual), PC860 (Portuguese), 
PC861 (Icelandic), PC863 (Canadian-French), PC865 (Nordic), Abicomp, BRASCII, 
Roman 8, ISO Latin 1, PC 858, ISO 8859-15
Epson Draft: 10, 12, 15 cpi; Epson Roman & San Serif: 10, 12, 15 cpi, Proportional;
Epson Courier: 10, 12, 15 cpi; Epson Prestige: 10, 12 cpi; Epson Script, OCR-B, 
Orator & Orator-S: 10cpi; Epson Script C: Proportional
Epson Roman, Epson San Serif, Epson Roman T & Epson San Serif H: 10.5pt., 8pt. - 32pt.
(every 2pt.)
EAN-13, EAN-8, Interleaved 2 of 5, UPC-A, UPC-E, Code 39, Code 128, Postnet

80/96/120/137/160 cpl

‡¢å“¥å“πÀ≈—ß, ÕÕ°¥å“π∫π
‡¢å“¥å“πÀ≈—ß, ÕÕ°¥å“π∫π
§«“¡°«å“ß §«“¡¬“« §«“¡Àπ“
100~364 ¡¡.
(3.9~14.3 π‘È«)

100~257 ¡¡.
(3.9~10.1 π‘È«)

0.065~0.14 ¡¡.
(0.0025~0.0055 π‘È«)

100~364 ¡¡.
(3.9~14.3 π‘È«)

165 ¡¡.
(6.5 π‘È«)

92 ¡¡.
(3.6 π‘È«)
105 ¡¡.
(4.1 π‘È«)

101.6~254.0 ¡¡.
(4.0~10.0 π‘È«)

101.6~558.8 ¡¡.
(4.0~22.0 π‘È«)

241 ¡¡.
(9.5 π‘È«)

100~257 ¡¡.
(3.9~10.1 π‘È«)

0.12~0.32 ¡¡.
(0.0047~0.0126 π‘È«) (√«¡)
0.16~0.52 ¡¡.
(0.0063~0.0205 π‘È«) (√«¡)
0.16~0.52 ¡¡.
(0.0063~0.0205 π‘È«) (√«¡)
0.065~0.32 ¡¡.
(0.0025~0.0126 π‘È«) (√«¡)

·∫∫®—∫¬÷¥, ‡ø◊Õß¢—∫™π‘¥¥—π
Õÿª°√≥è¬÷¥°√–¥“…¡å«π
1 µåπ©∫—∫ + 3 Ê”‡π“
4.23 ¡¡. (1/6 π‘È«) À√◊Õ‚ª√·°√¡Ê“¡“√∂‡æ‘Ë¡„Àå∑’≈– 0.118 ¡¡. (1/216 π‘È«)
128KB

Parallel ·∫∫¢π“π 2 ∑‘»∑“ß (√Õß√—∫ IEEE-1284 nibble mode)
USB 2.0 Full-Speed
Serial

µ≈—∫ºå“À¡÷° (Ê’¥”)
ª√–¡“≥ 2.5 ≈å“πµ—«Õ—°…√ (·∫∫√ã“ß 10 cpi, 48 ®ÿ¥/µ—«Õ—°…√)
ª√–¡“≥ 53 dB(A) (ISO7779 pattern)

ª√–¡“≥ 20 ≈å“π∫√√∑—¥ (¬°‡«åπÀ—«æ‘¡æè) 
ª√–¡“≥ 10,000 POH (25% Duty) 
ª√–¡“≥ 400 ≈å“π§√—Èß/À—«æ‘¡æè
4 Ê«‘µ™è ·≈– 5 LEDs

5~35  C 
10~80% RH

o

AC120V/AC220-240V
50Hz~60Hz

ª√–¡“≥ 22W (ISO/IEC 10561 Letter Pattern), ¡“µ√∞“π ENERGY STAR
ª√–¡“≥ 1.0W (120V)/1.3W (230V)
ª√–¡“≥ 0.5W
0W


