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EPSON REVOLUTIONISES PROJECTOR MARKET WITH 
3LCD TECHNOLOGY AND LEADS AS WORLD’S NO.1* PROJECTOR 
BRAND FOR 14 CONSECUTIVE YEARS!
* Based on independent research by Futuresource Consulting

Advantages of 3LCD Projection System

Bright Images and Faithful Colour Reproduction
3LCD projectors offer all-time colour (Red, Green and Blue) projection 
thereby ensuring faithful full colour reproduction. This is suitable for 
projection of colour intensive images such as videos, photographs and 
colour charts.

Gentle on the Eyes
3LCD projectors’ images do not suffer from colour break-up (commonly 
known as the rainbow effect). The projections are easy on the eyes as you 
will not be affected by any distorted pattern.

3LCD projectors use 3 separate LCD panels to form a continuous image 
containing all colours (red, blue and green) ensuring smooth video playback, 
even for rapid-motion images. 

Incredible Details
3LCD projectors are able to produce an unparalleled range of grayscale 
images, which contributes to delivering incredible colour images that are 
smooth and seamless.

Reliable Technology
With more than 70 million 3LCD chips shipped to date, the powerful and 
road-tested 3LCD projection technology is extremely reliable, and is trusted 
by many throughout to deliver sharp and true-to-life images.

** HTPS (High Temperature Poly-Silicon) is an active matrix transmissive LCD.
 It is extremely small and produces high-quality images.

3LCD projector : RGB are projected at the same time, which makes the single composite image easy on the eyes.

www.3lcd.com
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MODEL NUMBER  EB-4550  EB-4650 EB-4750W EB-4770W

Projection Technology RGB liquid crystal shutter projection system (3LCD)

Specifi cations of Main Parts

LCD Size 0.63” wide panel with MLA   0.59” wide panel with MLA 0.76” wide panel with MLA

  Native Resolution XGA (1024 x 768)  WXGA (1280 x 800)

Projection Lens

 Type  Optical Zoom (Manual) / Focus (Manual)

55.2 - 56.1   51.2 - 05.1  rebmuN-F 

 mm 49.73 - 82.12   mm 74.33 - 27.61  htgneL lacoF 

8.1 - 1   0.2 - 1  oitaR mooZ 

 )eleT- ediW :mooZ( 03.2 - 62.1   )eleT - ediW( 95.2 - 72.1  oitaR worhT 

 Lens Shift Mode Manual (with Lens Shift Lock)

  Vertical (Up/Down) ±58% (H Center) (Manual)  ±70% (H Center) (Manual) ±50% (H Center) (Manual)

)launaM( )retneC V( %01±    )launaM( )retneC V( %83± )thgiR/tfeL( latnoziroH  

Lamp Type 260W UHE 280W UHE 280W UHE

  Life (Normal / Eco)*1 4,000 hours / 5,000 hours

Screen Size (Projected Distance)

Zoom: Wide   30” - 300” [0.74 - 7.84 m]  30” - 300” [0.79 - 8.32 m] 50” - 300” [1.35 - 8.36 m]

Zoom: Tele   30” - 300” [1.55 - 15.90 m]   30” - 300” [1.65 - 16.85 m]  50” - 300” [2.47 - 15.01 m]

Standard size  100” screen 2.58 - 5.27 m   100” screen 2.74 - 5.59 m 100” screen 2.75 - 4.98 m

Brightness*2

White Light Output (Normal / Eco) 4,500lm / 3,700lm 5,200lm / 3,700lm  4,200lm / 3,000lm 5,000lm / 3,500lm

Colour Light Output  4,500lm  5,200lm 4,200lm 5,000lm

Contrast Ratio  5,000:1

Internal Speaker(s)

Sound Output  10W Monaural

Keystone Correction

Vertical / Horizontal  ±30° / ±30° ( Zoom: Tele) (with Standard Lens)

Connectivity

Analog Input D-Sub 15pin  1 (Blue)

  5BNC 1

  Component 5BNC, D-Sub 15pin x 1 (Blue) (common with Analog RGB connector)

  Composite RCA x 1 (Yellow)

  S-Video 1 Mini DIN

Digital Input HDMI 1 (HDCP Supported)

  Display Port  1

Output Terminal D-Sub 15pin 1 (Black)

Audio Input RCA (White/Red) 1 Pair

  Stereo Mini-jack 3

Audio Output Stereo Mini-jack 1

Others USB Type B 1 (For Service Only)

Control I/O RS-232C D-Sub 9pin x 1

  Remote Control Input Stereo Mini-jack x 1

Network Wired Lan RJ45 x 1 (100 Mbps)

  Wireless Optional (ELPAP07)

Wireless Specifi cations

Supported Speed For Each Mode IEEE 802.11b: 11 Mbps*3, IEEE 802.11g: 54 Mbps*3, IEEE 802.11n: 130 Mbps*3

Wireless Lan Security  WEP, WPA-PSK(TKIP/AES), WPA2-PSK(TKIP/AES)

Operating Temperature Under 1,500m / 4,921ft
   0 - 45 °C <32 - 113°F> ( 20% - 80% humidity, unfrozen) 

Operating Altitude  0 - 3,048 m <0 - 10,000 ft> (over 1,500m / 4,921ft: with high altitude mode)

Direct Power On / Off Yes

Start-Up Period  About 10 seconds, Warm-up Period: 30 seconds

Cool Down Period  Instant Off or 0 second

Air Filter Type High Effi ciency Filter

  Maintenance Cycle 10,000 hours*4

Power Supply Voltage 100 - 240 V AC ±10%, 50/60 Hz

Power Consumption (220 - 240V)

Lamp On (Normal / Eco) 368W / 298W  388W / 298W 388W / 298W

Standby (Network On / Off) 4.6W / 0.39W

Dimension Excluding Feet (D X W X H) 320 x 472 x 134 mm (not including Foot and Projection Lens)

Weight  6.5kg

Fan Noise (Normal / Eco) 38dB / 30dB
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Supplied Accessories

Power Cable: 3m

Computer Cable (VGA Cable) 

Remote Control

Epson Projection Software CDROM

Cable Clamp/Lock: 1 (For HDMI Cable)

Cable Cover

User’s Manual Set: CD-ROM

Optional Accessories

Spare Lamp: ELPLP77

Air Filter: ELPAF45

Wireless LAN Unit: ELPAP07

Quick Wireless Connection USB Key: ELPAP09

Remote Control Cable Set: ELPKC28

Ceiling Mount: ELPMB22

EB-4550 / 4650 / 4750W

EB-4770W

*1 Lamp life will vary depending upon mode selected,  
 environmental conditions and usage. Lamp brightness 
 decreases over time.

*2 Colour brightness (colour light output) and white 
 brightness (white light output) will vary depending 
 on usage conditions. Colour light output measured in 
 accordance with IDMS 15:4; white light output 
 measured in accordance with ISO 21118. 

*3 Maximum speed and range is achievable when used 
 with same enhanced mode technology. Actual data 
 rates, features and performance may vary depending 
 on your computer system, the environment and other 
 factors.

*4 When used in the general offi ce environment 
 (the amount of fl oating dust: 0.04 - 0.2 mg/m3). 
 Based on the Epson’s in-house test results. 25°C (77°F)
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Projection Technology RGB liquid crystal shutter projection system (3LCD)

Specifi cations of Main Parts

LCD Size 0.76” wide panel with MLA

  Native Resolution WUXGA (1920 x 1200)

Projection Lens

 Type  Optical Zoom (Manual) / Focus (Manual)

 F-Number  1.65 - 2.55

 Focal Length  21.28 - 37.94 mm

 Zoom Ratio  1 - 1.8

 Throw Ratio  1.26 - 2.30 (Wide - Tele)

 Lens Shift Mode Manual (with Lens Shift Lock)

  Vertical (Up/Down) -50% to +50% (H Center) (Manual)

  Horizontal (Left/Right) -10% to +10% (V Center) (Manual)

EHU W082 EHU W062 epyT pmaL

  Life (Normal / Eco)*1 4,000 hours / 5,000 hours

Screen Size (Projected Distance)

Zoom: Wide   50” - 300” [1.35 - 8.36 m]

Zoom: Tele   50” - 300” [2.47 - 15.01 m]

Standard size  100” screen 2.75 - 4.98 m

Brightness*2

ml002,3 / ml005,4 ml002,3 / ml000,4 )ocE / lamroN( tuptuO thgiL etihW

ml005,4 ml000,4  tuptuO thgiL ruoloC

Contrast Ratio  5,000:1

Internal Speaker(s)

Sound Output  10W Monaural

Keystone Correction

Vertical / Horizontal  ±30° / ±30° ( Zoom: Tele) (with Standard Lens)

Connectivity

Analog Input D-Sub 15pin  1 (Blue)

  5BNC 1

  Component 5BNC, D-Sub 15pin x 1 (Blue) (common with Analog RGB connector)

  Composite RCA x 1 (Yellow)

  S-Video 1 Mini DIN

Digital Input HDMI 1 (HDCP Supported)

  Display Port  1

Output Terminal D-Sub 15pin 1 (Black)

Audio Input RCA (White/Red) 1 Pair

  Stereo Mini-jack 3

Audio Output Stereo Mini-jack 1

Others USB Type B 1 (For Service Only)

Control I/O RS-232C D-Sub 9pin x 1

  Remote Control Input Stereo Mini-jack x 1

Network Wired Lan RJ45 x 1 (100 Mbps)

  Wireless Optional (ELPAP07)

Wireless Specifi cations

Supported Speed For Each Mode IEEE 802.11b: 11 Mbps*3, IEEE 802.11g: 54 Mbps*3, IEEE 802.11n: 130 Mbps*3

Wireless Lan Security  WEP, WPA-PSK(TKIP/AES), WPA2-PSK(TKIP/AES)

Operating Temperature Under 1,500m / 4,921ft
   0 - 45 °C <32 - 113°F> ( 20% - 80% humidity, unfrozen)

Operating Altitude  0 - 3,048 m <0 - 10,000 ft> (over 1,500m / 4,921ft: with high atitude mode)

Direct Power On / Off Yes

Start-Up Period  About 10 seconds, Warm-up Period: 30 seconds

Cool Down Period  Instant Off or 0 second

Air Filter Type High Effi ciency Filter

  Maintenance Cycle 10,000 hours*4 

Power Supply Voltage 100 - 240 V AC ±10%, 50/60 Hz

Power Consumption (220 - 240V)

W892 / W883 W892 / W863 )ocE / lamroN( nO pmaL

Standby (Network On / Off) 4.6W / 0.47W

Dimension Excluding Feet (D X W X H) 320 x 472 x 134 mm (not including Foot and Projection Lens)

Weight  6.6kg

Fan Noise (Normal / Eco) 38dB / 30dB

Supplied Accessories

Power Cable

Computer Cable (VGA Cable) 

Remote Control

Epson Projection Software CDROM

Cable Clamp/Lock: 1 (For HDMI Cable)

Cable Cover

User’s Manual Set: CD-ROM

Optional Accessories

Spare Lamp: ELPLP77

Air Filter: ELPAF45

Wireless LAN Unit: ELPAP07

Quick Wireless Connection USB Key: ELPAP09

Remote Control Cable Set: ELPKC28

3D Polariser: ELPPL01

Passive 3D Glasses (Adult): ELPGS02A (Pack of 5)

Passive 3D Glasses (Child): ELPGS02B (Pack of 5)

Ceiling Mount: ELPMB22
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EB-4850WU / 4950WU

*1 Lamp life will vary depending upon mode selected,  
 environmental conditions and usage. Lamp brightness 
 decreases over time.

*2 Colour brightness (colour light output) and white 
 brightness (white light output) will vary depending 
 on usage conditions. Colour light output measured in 
 accordance with IDMS 15:4; white light output 
 measured in accordance with ISO 21118. 

*3 Maximum speed and range is achievable when used 
 with same enhanced mode technology. Actual data 
 rates, features and performance may vary depending 
 on your computer system, the environment and other 
 factors.

*4 When used in the general offi ce environment 
 (the amount of fl oating dust: 0.04 - 0.2 mg/m3). 
 Based on the Epson’s in-house test results. 25°C (77°F)

Don’t compromise on safety – use Epson genuine lamps to avoid damaging your 
projector. Eliminate the risk of melting parts of your projector, as well as breaks that 
result in high-voltage shutdown. With a 0% failure rate even after 2,000 hours of 
usage – compared to 70% in non-genuine lamps – Epson genuine lamps are safer 
and more reliable. Choose the best possible viewing experience fi lled with long-
lasting sharpness and colour in every projected image with Epson.

GENUINE EPSON LABEL

To ensure the best quality and 
safety when using your Epson 
Projector, look for the “Genuine 
EPSON Colour Shifting Label” on 
your projector lamp. Real quality 
and value, only with Epson 
genuine supplies.

UNRELIABLE
Counterfeit lamps deteriorate and break 
much faster than genuine ones.

UNSAFE
Parts of your Epson projector such 
as the housing or wires may melt, 
disconnect, or become damaged 
when using non-genuine lamps.

POOR IMAGE QUALITY
Counterfeit lamps may result in inaccurate 
colour projection, lower brightness levels, 
as well as fl ickering images that spoil your 
viewing experience.

DANGERS OF NON-GENUINE LAMPS

www.epson.com.sg/projectorlamp

PROTECT YOUR PROJECTOR.
USE GENUINE LAMPS.

HIGH BRIGHTNESS PROJECTORS
EB-4550/4650/4770W/4750W
EB-4850WU/4950WU

Keep your audience captivated with the EB-4000 series of high brightness 
projectors. Witness stunning images on large screens that goes beyond 
Full HD resolution*, with great colour intensity and sharp contrast. Plus, the 
versatile projection functions such as wide lens shift and point correction
are complemented by a sturdy design and user-friendly maintenance 
features. Truly, vibrant images begin with the EB-4000 series of high 
brightness projectors.

Beyond High Defi nition
Create larger, sharper images that goes beyond Full 
HD resolution*, with amazing 5,000:1 contrast ratio.

Versatile Projection
Packed with fl exible features such as wide 
lens shift, point correction and split screen.

Durable by Design
Lasting performance with Epson’s cooling technology 
and up to 5,000-hour lamp life in Eco mode.

*Available on EB-4850WU and EB-4950WU only.

EB-4650/EB-4550 EB-4750W/EB-4770W/
EB-4850WU/EB-4950WU

BRILLIANT PRESENTATIONS.
ENGAGING PRESENCE.

High
Brightness

Split 
Screen

Point
Correction

10W
Speaker

iProjectionBeyond
Full HD

Resolution

Epson Singapore Pte Ltd 1 Harbourfront Place, #03-02 HarbourFront Tower One, Singapore 098633. Tel: (65) 6586-5500  Fax: (65) 6271-9755
Epson Customer Care Centre 108, Pasir Panjang Road, #04-08 Golden Agri Plaza, Singapore 118535.  Epson Helpdesk: 800 120 5564. Operating hours: Monday – Friday, 9am – 6pm, Saturday, 9am – 1pm. Closed on Sunday and Public Holiday.

Sales Enquiries
800 120 5564

To fi nd out more, visit www.epson.com.sg/highbrightness or call 800 120 5564
Epson Singapore

* 3 years carry in warranty for Main unit.
* 1000 hours or 1 year warranty for lamp,
 whichever comes first.

3 Years
Warranty*

Epson Singapore Pte Ltd 1 Harbourfront Place, #03-02 HarbourFront Tower One, Singapore 098633. Tel: (65) 6586-5500  Fax: (65) 6271-9755
Epson Customer Care Centre 108, Pasir Panjang Road, #04-08 Golden Agri Plaza, Singapore 118535.  Epson Helpdesk: 800 120 5564. Operating hours: Monday – Friday, 9am – 6pm, Saturday, 9am – 1pm. Closed on Sunday and Public Holiday.

Sales Enquiries
800 120 5564

To fi nd out more, visit www.epson.com.sg/highbrightness or call 800 120 5564
Epson Singapore



HIGH BRIGHTNESS PROJECTORS
EB-4550/4650/4750W/4770W
EB-4850WU/4950WU

Epson’s EB-4000 series delivers brilliant presentations with 
incredible image quality and reliability. With up to 1920 x 1200 
beyond Full HD resolution, a 5000:1 contrast ratio and up to 
5,200 lumens of light output, Epson ensures a dynamic viewing 
experience. 

Quality that Shines

Incredible Beyond Full HD Resolution*

Enjoy dynamic viewing experience on larger screen with the incredible 
WUXGA resolution*. Deliver superb high-resolution image displays from 
PCs, Blu-ray and other graphic intensive media. Immerse your audience in 
vivid razor sharp images, even on larger screens.

Vivid Contrast Brings Images to Life
Differences in brightness from image to image can result in loss of 
detail. Epson’s Auto Iris feature changes that by delivering an incredible 
5,000:1 contrast ratio, automatically adjusting images for optimal clarity. 
In combination with C2FineTM, the EB-4000 series offers uniform and vivid 
images with exceptional contrast for a smooth presentation. 

Brighter, More Colourful Images
The Epson EB-4000 series gives out up to 5,200 lumens of light output 
for clearer, brighter presentations. And with Epson’s special optical engine 
system, there’s no compromise on colour intensity even with the added 
brightness. Epson’s colour management capability means vibrant colour in 
any environment.

Low contrast image

* Available on EB-4850WU and EB-4950WU only.

High contrast image

Versatile Projection

* Lens shift varies in different models and not applicable for rear  
 projection lens.

* This projector series is not a medical device and cannot be used for actual 
 medical diagnosis.

DICOM SIM Mode
This colour mode produces images with clear shadows, ideal for projecting 
X-rays and other medical images*. 

DICOM SIM mode

Normal colour mode

Wide Lens Shift*

Enjoy the fl exibility of projector and screen placement with 
Epson’s extended maximum vertical lens shift of 70% and 
maximum horizontal lens shift of 38%. 

Side

Top

38%

70%

70%

38%

Greater Stability with Lens Shift Lock
By sliding the tab above the lens to “lock”, the internal gears that move the 
lens will be kept fi rmly in place. This prevents the lens from moving during 
projection, especially when the projector is installed on a tilt. 

Durable by Design

Split Screen  
Display images from two different sources side by side on the same screen 
for a more effective presentation. In video conferences, for example, 
images of presentation materials and remote participants can be shown 
simultaneously.  

Stackable for a Brighter Passive 3D Projection* 
Create high-brightness 3D images on screen using optional 3D hardware by 
stacking two of the same models in the Epson EB-4000 series.

For more information on Epson’s environmental programmes, 
visit http://global.epson.com/SR/environment

• Uses just 0.39W of power in standby mode

• Projector optics employ lead-free lenses

• Unpainted plastic housing reduces the environment impact

• The fl ame retardants used in the plastic housing do not 
 contain chlorine or bromine

Longer Projector Lifespan
By combining Epson’s proprietary C2FineTM (Crystal Clear Fine) Technology, 
inorganic LCD panels and Epson’s optimised Cooling System, Epson 
EB-4000 series projectors can withstand temperatures up to 45°C while 
preserving brightness and picture quality. Additionally, projector lamps now 
last up to 5,000 hours when running in Eco Mode.

Maintenance Has Never Been Easier
A clever ergonomic design means you can change lamps and fi lters easily 
without having to uninstall the projector from the ceiling. 

*Available on EB-4850WU and EB-4950WU only.

Point Correction
Now you can correct single-projector distortion or multiple-projector 
misalignment directly on the screen. Quickly fi ne-tune the images by 
adjusting point by point from right to left, top to bottom, using a projected 
maximum 9 x 9 matrix.

PARTNERS IN PERFECTION

3kg / 6.6lbs

2 megapixels with 30fps

12 x optical zoom

1080p output resolution

HDMI digital connectivity

Desktop Document Camera ELPDC20

2.2kg / 4.85lbs

5 megapixels with 30fps

10 x digital zoom

Bundled with 
microscope adaptor

Desktop Document Camera ELPDC11

Easy-to-replace Filter

The ventilation for drawing cooling air is equipped with a large high density 
pleated type fi lter to absorb airborne dust and prevent it from entering the 
projector, which can be removed by the side cover when there is a need to 
change the fi lter.

Easy-to-replace Lamp

The lamp can be replaced quickly without tools and having to uninstall from 
the ceiling.

Epson iProjection
With the iProjection application for both iOS and Android, wireless projection 
from a smart device is made possible.* This feature supports various fi les 
and allows you to present your smartphone contents with ease. It also lets 
you use other touch-screen operations, such as fl icking to turn pages and 
pinching to zoom in or out. 

* In iProjection, projector profi le search, 
 multi-screen display, distribution function, 
 audio transfer, movie fi le transfer, interrupt 
 connection disabling and encryption data 
 transfer capabilities are not supported.

Experience Convenient, PC-Free Presentations Faroudja DCDi Cinema
Faroudja DCDi® (Directional Correlational Deinterlacing) Cinema video 
enhancement technology produces exceptional true-to-life images. 
Designed to eliminate jaggedness, this unique technology, which combines 
deinterlacing, noise reduction and sharpness enhancement technologies, 
won an Emmy Award from the National Academy of Television Arts and 
Sciences in the USA in 2001.

With DCDi

Without DCDi

SEE VIBRANT, REALISTIC COLOURS 
WITH HIGH COLOUR BRIGHTNESS.

What is Colour Brightness?
As the term implies, colour brightness is a new international standard 
that states a projector’s colour light output in lumens. It measures the 
brightness of a projector’s red, green and blue light.

These are the measurements to look for:

Colour Brightness - Colour Light Output

White Brightness - White Light Output

How to Find a Projector’s Colour Brightness?
1. Look for separate colour brightness and white brightness specifi cation.

2. Projectors with similar white brightness levels can have vastly different 
 and signifi cantly lower colour brightness levels.

3. Many manufacturers may not want you to know their projectors are 
 only 1/3 as bright when measuring colour.

* Compared against similarly-priced leading 1-chip DLP® business and education projectors based on NPD data from July 2011 through June 2012 (available from www.npd.com). Colour brightness (colour light output) measured in 
accordance with IDMS 15.4. Actual colour brightness will vary depending on actual usage conditions. 3LCD® is a registered trademark of Seiko Epson Corporation. DLP® is a registered trademark of Texas Instruments, Inc. and its use here 
does not imply any affi liation with or endorsement by them.

Why Does Colour Brightness Matter?
Even if a projector has high white brightness, it’s colour brightness 
could be as low as 1/3 of its white light brightness specifi cation. With 
a projector that has high colour brightness, you’ll see vibrant, realistic 
colours; but if colour brightness is low, colours can look dull and dark, 
skin tones can be reproduced poorly and important details can be lost.

A New Specifi cation
Projectors have always had their brightness rated only for white light. 
However, they may have very different colour brightness levels. The colour 
brightness specifi cation provides a new way for buyers to compare the 
holistic performance (white and colour light brightness) of projectors to 
make a more informed decision.
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